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OUTLET PIPE (CONNECT TO 
STORM DRAINAGE SYSTEM)

CLEANOUT 
SHOULD EXTEND A 

MIN. OF 6" ABOVE 
TOP SURFACE OF 
MULCH LAYER. 
CLEANOUTS MAY BE 
FLUSH WITH TOP 
SURFACE TO ALLOW 
DRAWDOWN

A

POST CONSTRUCTION 

CONTROLS EASEMENT (PCCE)
10' OFFSET FROM SLOPE 
BREAK

A

SOD (REQUIRED FOR FIRST 
PLANTING YEAR)
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PRETREATMENT AND ENERGY DISSIPATION (TYP. 
FOR ALL CONCENTRATED FLOW LOCATIONS)
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BIORETENTION PLAN

5

NOT TO SCALE

CITY OF CHARLOTTE

LAND DEVELOPMENT STANDARDS
REV.STD. NO.

INCLUDES CHARLOTTE ETJ

BMP FIG. 4.1.2

WIRE SCREENING AROUND 
ALL OUTLET OPENINGS.

NOTES: 
1. ALL BIORETENTION SHALL HAVE A MINIMUM 

20 FOOT ACCESS EASEMENT CONNECTING 
TO  A DEDICATED PUBLIC RIGHT OF WAY.    

ACCESS ROAD SHALL HAVE MIN. 12' 
STABILIZED WIDTH, MAX. LONG. GRADE OF 
15%, MAX. CROSS-SLOPE 5%. 

2. ALL DRAINAGE AREAS TO A BIORETENTION  
FACILITY ARE TO BE STABILIZED PRIOR TO  

INSTALLATION OF AMENDED SOILS, MULCH 
OR PLANTINGS. 

3. AMENDED SOIL WILL ONLY BE PERMITTED 
WITH A VALID SOIL ANALYSIS REPORT. 

4. INSTALL WIRE SCREENING AROUND ALL 
OUTLET OPENINGS TO PREVENT LOSS OF 
MULCH.

PLAN

21.00

DOUBLE-HAMMERED 
HARDWOOD MULCH
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